
 

AXA-IP850 IN USE 
The AXA-IP850 is designed to work in conjunction with the CN series input and output 
devices and provides amplification for 4 stereo or 8 mono source channels. The unit 
features 4 channel volume limiters so you can independently set max levels for different 
zones.  
 
PERFORMANCE 
The AXA-IP850 is based the 3rd generation of the ICEpower® proprietary HCOM 
modulator topology, which in combination with the MECC* feedback architecture 
enhances the critical performance parameters and takes audio performance to the next 
level. The advancements include extended bandwidth, improved dynamic range and 
exceptionally low distortion. 
The speaker drive unit is tightly controlled. Load invariance has been improved by high 
current output stages with exceptionally low output impedance, which enhances the 
overall frequency response in all load situations. 
 

Efficiency exceeds 90 percent in both amplifier and power supply sections, and with 
carefully engineered EMC architecture the units require no extra heat sinking or shielding 
which secures cool operation and enhances product reliability. 
 
TECHNOLOGY 
The ICEpower® Supply section includes the key innovation of the new Zero Voltage / 
Zero Current Switching SMPS topology with a fully integrated Adaptive Supply Pump 
Cancellation (ASPC). The result is the significantly improved quality of power supply; as 
well as virtual elimination of the well-known power supply pumping phenomenon, and the 
need for large secondary buffering capacitors. This new technology has helped us to drive 
audio quality, efficiency and power density to extremely high levels. 

AXA-IP850 
Power Amplifier 
8 x 50W RMS power amplifier 
 
CN SERIES 
The AXA DESIGN CN Series digital audio distribution products are designed to offer 
maximum flexibility in distributing multiple sources over a simple to use data network.  
The range of modular products minimises cabling needs and provides flexibility to 
expand a systems inputs and/or zone outputs.  



 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

AXA-IP850 
Power Amplifier 

FEATURES 
- 4 stereo or 8 mono channels (not mixed) 
- 50W RMS output (4ohms) 
- Stereo inputs with loop-through outputs 
- Full 20kHz power bandwidth 
- Short circuit protection 
- Over current protection 
- Thermal protection 
- Cool operation  
 
 

SPECIFICATIONS 
Inputs   4 stereo or 8 mono 
(RCA) 
Outputs   50W/32W (8/4ohms) 
Frequency Response 20Hz – 20kHz (+/-0.5dB) 
Ambient operating temp 50 deg ºc MAX 
Power Supply  240V 
Rack Height  1RU 
Colour   Black 
Weight   3.7kg 
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